1/8” MESH
SCREEN WITH

STAINLESS T

STEEL CLAMP

2" GALVANIZED ELBOW
90" ELBOW

CONCRETE THRUST /

BLOCK PER MAG
STD. DET. 380

CONCRETE BOX PER MAG 2”7 BRASS

STD. DETAIL 320-4.

EXTENSION SECTIONS AS

NECESSARY.

127 ABC BASE T

NOTE: IF STAND PIPE IS WITHIN 8 FEET OF THE EDGE OF PAVEMENT ON STREETS
NOT HAVING VERTICAL CURB,

2" GALVANIZED
90" ELBOW

2" SCH 80
GALVANIZED PIPE

INSTALL A VERTICAL OBJECT MARKER.

COVER PER M.A.G.
STD. DETAIL 313

BACK OF CURB
OR SIDEWALK

ri 2 MIN.

90" ELBOW |
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CONCRETE SUPPORT
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2” COMBINATION
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2" SCH 80 PVC ROALALK
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| —— 2" BRASS NIPPLE

2" SOFT TYPE "K” COPPER PIPE.
EXTEND LINE BEYOND PAVEMENT
WHEN MAIN LINE IS IN STREET.

2” CORP STOP IPT X

" PAC—JOINT, COS SPEC.

\ DOUBLE STRAP BRASS SADDLE PER
COS SPE. WELD-O—LET FOR CEMENT
LINED STEEL CYLINDER PIPE.

DETAIL NoO. CITY OF GOODYEAR
G-3328 STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee 7/97

2" AIR/VACUUM RELEASE VALVE

DETAIL NO.

G-3328




